
’55-7 CHEVY REAR 4-LINK INSTRUCTIONS
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Crossmember b utts
against f orw ard body
mount f lang e (both
sides)

Anti-s way bar mounts
in fr ont of  housing

Clamp all br ackets f ir st - weld last

Rear suppor t tubes
weld to fr ame (both
sides)

Fir st c lamp
4-Link
crossmember
into position
(both sides)

J-tubes w eld be-
tw een fr ame r ails
and front of  4-Link
cr ossmember . (both
sides)

Frame br acket
pins align to
factory holes



Torque Specs
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All specs ar e in f oot pounds = ft. lbs .

Torque specs common to both sides

60
Panhard bar
bolt s (both
ends)

60

Forward 4-Link bolt s (4)

60

Rear 4-Link bolt s (4)

Upper & lower
shock mount
bolt s

60

35
Sway bar mount-
ing bolt s (4) (both
sides)

IMPORTANT: First....
Mark your rear axle
centerline on the chassis
rails before inst alling the
new component s, however
if you position the forward
4-link crossmember
against the body mount s
and adjust the 4-Link as
shown in the instructions,
the housing should be on
your axle centerline.



INSTALLING FORWARD CROSSMEMBER

Install and c lamp the f orw ard 4-Link cr ossmember up
against the tw o forw ard body mount br ackets . In
photo #2, k eep the end of  the cr ossmember br ackets
about 1/4” a bove the top of  the fr ame. You can r eac h
over the top of  the fr ame fr om the outside to tac
(f irst) this ta b to the c hassis . LAST, weld 360 de gr ees
around the ends of  the cr ossmember to fr ame and
the tub ular r ear suppor t br ackets .
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3

Par ts In ventory List & R eplacement P ar ts

2

3
Tac-w eld the
forw ard J-tubes to
the c hassis and
cr ossmember . Tac
all components
first, then w eld last.

Clamp f irst. Weld
last all ar ound -
not just on top .

Body
Mount

REAR

ä

Suppor t br aces
go tow ard the r ear.

Qty         Fastener Size Fastener Location
8 5/8 NF x 3 GR 8 Bolts
8 5/8 NF Nylock Nuts 4-Link

2 1/2 NC x 2 1/4 GR 8 Bolts Top Shock
2 1/2 NC Nylock Jam Nuts Mounting
4 1/2 USS Flat Washers Bolts

2 5/8 NF x 4 1/2 Gr 8 Bolts
2 5/8 NF Nylock Nuts Lower
2 5/8 I.D. x 1 1/2 Spacers Shock
4 5/8 AN Washers Mount

Qty         Fastener Size Fastener Location
4 5/16 NC x 1 GR 8 Bolts Anti-Sway
4 5/16 NC Nylock Nuts Bar
2 Link Rod Assemblies

1st Thing to do is read over the entire instructions

1 1/2 NC x 2 1/4 GR 8 Bolt
1 1/2 NC x 1 3/4 GR 8 Bolt Panhard
2 1/2 NC Nylock Jam Nuts Rod
2 1/2 Hat Washers
2 1/2 Thru Hard Washers
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4 Both coilo ver mounting br ackets ar e
positioned on the inside ar ch of  the
frame over the r ear end housing . For
cor rect placement, a mounting pin is
welded on the bac k. Place the pin in the
existing f actory hole and c lamp it to the
chassis . Tac f irst w eld last or use c lamps
until all components ar e positioned
cor rectly .

With the f orw ard 4-Link cr ossmember
clamped in position, place housing under
the c hassis . Next, f ind the 4-Link s and
adjust the thr eaded ends . (see #7)
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INSTALLING UPPER COIL OVER MOUNT

INSTALLING THE 4-LINK
when or der ed with br ackets alr eady w elded to the housing

Place mounting pin in the stoc k factory hole and c lamp to
the inside r ail f irst. In case ther e is no mounting hole ,
measur e from the outer r ear b umper br acket hole on the
side of  frame. Measur e 39 3/8” to loca te upper shoc k-
mount pla te stub-hole . With a v er tical le vel, mar k a
center line on the c hassis r ail at 39 3/8”. Ne xt, measur e
down the center line 1 1/4” fr om the top of  the fr ame and
drill a 9/16” hole .
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Adjust all 4-bar s with 4-thr eads showing and
tighten the loc k nuts . This will giv e a 0 degr ee
pinion ang le we have designed into the br acket
position when w e weld them on the housing .
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Weld thor oughly
acr oss topLeft F rame Rail

Right F rame Rail
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All the br ackets should be tac ked onto the hous-
ing bef ore you trim the f orw ard 4-Link
cr ossmember . Install the 4-Link s to the housing
and fr ont cr ossmember . Next, loca te the r ear axle
center line . Place the assemb ly under the c hassis
and center the housing on y our r ear axle center
line . Now y ou can measur e and trim the f orw ard
4-Link cr ossmember . Disassemb le and tac k the
forw ard cr ossmember into position.
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Tack weld the br ackets on y our housing using the f ollowing dimensions .

A. The 4-link br ackets mount on the fr ont of  the housing ________” apar t.

B. Low er coil o ver shoc k mounts g o on the r ear of  the housing _______” center -to-center .

C. Panhar d rod mounts _______” fr om the inside 4-link br acket. Mount on the driv er side .

D. This dimension needs to be the same on both sides .

INSTALLING BRA CKETS TO HOUSING
when or der ed not w elded on housing

- IMPORTANT -
WHEN WELDING BRACKETS
TO THE HOUSING - FIRST
clamp or T ac-weld all bracket s
until inst allation is complete.
On your final weld keep heat-
warp to a minimum in any one
area. Alternate from one end
of housing to the other using
short 1/2” welds!

WORKING ON A TABLE...One of  the easiest
way s to install the br ackets is to place the
housing thir dmember f lang e face down to the
table on top of  the 4-Link br ackets as shown.
The housing f ace par allel with ta ble equals a
zero degr ee pinion ang le. Set pinion ang le
bef ore tac king the br ackets par allel to ta ble.
TO SET THE PINION ANGLE. De pending on the
stance of  your car , mor e than a z ero ang le may
be necessary . Clamp a f lat bar to the f ace of  the
housing pinion-f lang e. Place a ma gnetic ang le-
finder on the bar and adjust accor ding ly. We
recommend a z ero ang le with f ixed suspension
systems . Air ba g systems ma y requir e mor e
ang le. The low er coilo ver and P anhar d br ackets
mount par allel to the ta ble with any pinion
ang le. Adjust all 4-Link s with 4-thr eads show-
ing .

8

Table

Housing
Flang

Make Panhar d &
Coilo ver br ackets
par allel to ta ble

ä



MOUNTING THE COIL OVER SHOCKS
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Install a thin 1/2-inc h i.d. w asher inside
the br acket on eac h side on the coilo ver.
See pa ge 3 for f astner siz e and loca tion.

The low er coilo ver 5/8” mounting bolt
requir es a 1 1/2” tube spacer and a
thin g old w asher on the fr ont-and-
rear of  the coilo ver b ushing as
shown. T orque to 60 ft. lbs .

FIRST...ADJUST THE
COILOVERS
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Upper
Collar

This is how y ou chec k the spring pr e-load on
your assemb led coilo vers . First, g rease the tw o
collar n uts and shoc k body . With the top of  the
spring sea ted into the upper collar , thr ead the
low er collar with stainless w asher (ne xt to
spring) a gainst the spring . Using the spanner
wr enc h enc losed, thr ead the low er collar 3/4 to
1-inc h up the thr eads and tighten the collar
loc k nut against the low er collar .
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FIRST, with all the w eight on the c hassis install the
bolt, tube-spacer and b ushings thr ough the end of
the s way bar and a ttac h it to the housing br acket,
finger tight. After all is installed g o bac k and tighten
the b ushings until slightly compr essed.
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18

14

15
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16

Install the
raised end of
the ur ethane

bushings into
the holes as
shown, and

on the hous-
ing br acket

too .

Next, after installing the ur ethane
bushings ar ound the s way bar , bolt
the mounting pla te to the s way bar
bracket.

Push the bolted mounting pla te assemb ly over until it
touc hes the fr ame r ail. Rota te the br acket until it is
ver tical to the g round. Ne xt, lift the s way bar with br ack-
ets until the s way bar arms (tha t attac h to the housing)
are par allel with the g round. W eld both sides of  the
br ackets to the fr ame & body mount as shown.

Install the ur ethane
frame b ushings ar ound
the s way bar. See page
3 for f astener siz e.

WELD

INSTALLING THE SWA Y BAR



JIM MEYER RACING PRODUCTS INC.
WARNING: Installation of any component or kit should only be performed by persons
experienced in the installation and proper operation of SUSPENSION SYSTEMS. It is
also the responsibility of the person installing any SUSPENSION SYSTEM or kit to
determine the suitability of the component or kit for that particular application.

DISCLAIMER OF WARRANTY

Purchasers recognize and understand that suspension systems and equipment, and all parts, inventory and
services manufactured and/or by JIM MEYER RACING PRODUCTS are exposed to many and varied conditions
due to the manner in which they are installed and used. Purchasers and Jim Meyer Racing Products consciously desire
to make their own bargain, irrespective of any court decision and purchasers agree upon good faith and in consider-
ation for being allowed to purchase from Jim Meyer Racing Products said part or services. Purchasers expressly
acknowledge and understand that Jim Meyer Racing Products does not make any affirmation of fact or promise to
purchaser, which related to said parts, inventory, or services that becomes part of the basis of the bargain between Jim
Meyer Racing Products and purchasers. Nor does Jim Meyer Racing Products make, or cause to be made to purchaser
any description of the goods sold to purchaser, nor does Jim Meyer Racing Products make or cause to be made, a part
of the basis of the bargain with purchasers, any description of affirmation of fact concerning any sample or suspension
systems, and equipment inventory or service.

As further consideration for purchasers using Jim Meyer Racing Products suspension systems and equipment
any and all inventory and services, purchasers acknowledge that due to the differing conditions and circumstances
under which all equipment and parts are installed and used, purchasers are not relying on Jim Meyer Racing Products
skill or judgement to select or furnish the proper part or equipment. Purchasers expressly affirm they are relying upon
their own skill or judgement to select and purchase suitable goods.

Jim Meyer Racing Products makes no warranties whatsoever, expressed or implied, oral or written, to pur-
chasers. There is no warranty of merchantability made to purchasers. Jim Meyer Racing Products further excludes
any implied warranty of fitness with respect to suspension system and equipment, any and all inventory and service.

It is expressly understood and agreed between purchasers and Jim Meyer Racing Products that as a part of
bargain between Jim Meyer Racing Products and purchaser, and in consideration of doing business with each other, all
purchasers take, select and purchase said suspension system, equipment, any and all inventory, or services from Jim
Meyer Racing Products “as is” and “with all faults” and Jim Meyer Racing Products shall always provide purchasers
with a full and complete opportunity to examine, at purchasers leisure and convenience, any suspension system and
equipment, any and all inventory, or services when purchasing or contemplating purchasing from Jim Meyer Racing
Products.

If, and in the event that purchasers expressly or impliedly cause representations, or statements or affirmations
of fact contrary to this disclaimer of all warranties, expressed or implied, then purchasers agree to indemnity and hold
harmless Jim Meyer Racing Products in the event of any claim, demand, or legal action against Jim Meyer Racing
Products by any purchaser.

Purchasers understand and agree that no officer, director, employee, or salesman of Jim Meyer Racing Prod-
ucts has any authority to make any statement contrary to the terms of this agreement. On the contrary, Jim Meyer
Racing Products disavows any statement contrary to what is herein above written.
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