
Upper A-Arm Alignment

ALIGNMENT SHOP SPECS:
TOE IN: 1/16” to 1/8” total
CHAMBER: 0 to 1/4 positive
CASTER: 1 1/2’ to 4”
set both the same above

FIRST - Set camber to
get to the alignment
shop. Align the upper
A-Arms after the car is
assembled and has all
the weight on the
chassis. Using any
type of  vertical level
(examples in photo),
on the rotor face,
adjust upper A-Arm
rod ends until rotor is
vertically level.
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To remove all front-to-rear
upper A-Arm movement,
start with one sleeve next
to each rod end, and then
using a combination of
thick or thin washers,
shim as required (follow-
ing alignment specs
below) to remove any
extra space on the rear
pivot bolt only. Torque
pivot bolts to 60 ft. lbs.

2 THIRD - set caster. With a magnetic
degree wheel or a level on the caster
platform set caster (specs below)
from 1 1/2 to 4°. If  using a level, mark
bubble location and make both sides
the same. Adjust equal amount of
threads on both rod ends. To move
upper A-Arm to rear go in 2 threads
on rear leg. Recheck until you’re
close. More caster will make the
steering wheel return back to center
quicker. LAST - Recheck camber, re-
adjust if  necessary.
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Home Alignment

3 SECOND - Place the caster
platform provided under the
lower spindle nut and tighten.
Place a level or magnetic
angle finder on this platform
and adjust the caster. Re-
move platform when finished.



Alignment with Air Bag - cont.

We install AirRide Technologies
ShockWave™ SKW1003 on our 60-87 PU IFS
for customer orders. Fully extended they are
11 1/4”, while ride height is 10 1/4”. With all
the weight on the chassis, bring the front
ShockWave™ units up to 10 1/4” center-to-
center between the upper-&-lower mounting
holes. Note how much air pressure is on the
gauge at 10 1/4”. This will be your driving
pressure for correct alignment.
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Determining ride height using standard air bags will
depend on tire-fender clearance for a full turning
radius. You’ll need all the weight on the chassis, then
raise the car until the tire turns completey back-and-
forth without rubbing on the fender. Next, follow the
alignment sequence 1-4. Last, check the gauge and
remember how much pressure is at ride height. This
front pressure will give correct driving alignment.

Additional adjustmentAdditional adjustmentAdditional adjustmentAdditional adjustmentAdditional adjustment - Most of our
air bag IFS and our coilover IFS have an
adjustable upper tower mount. Use
both Allen bolts when changing holes to
get the stance you like best.

LAST - Set the toe-in.  Always measure between the
same tread on each tire. We recommend setting
about an 1/8-inch toe-in when you’re finished with
the installation. First, you’ll have to measure the
back (of  tires) between the treads and then the
front using the same tread as the rear. When the
measurements match, then you can set the front
tread 1/8-inch in.
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JIM MEYER RACING PRODUCTS INC.
WARNING: Installation of any component or kit should only be performed by persons
experienced in the installation and proper operation of SUSPENSION SYSTEMS. It is
also the responsibility of the person installing any SUSPENSION SYSTEM or kit to
determine the suitability of the component or kit for that particular application.

DISCLAIMER OF WARRANTY

Purchasers recognize and understand that suspension systems and equipment, and all parts, inventory and
services manufactured and/or by JIM MEYER RACING PRODUCTS are exposed to many and varied conditions
due to the manner in which they are installed and used. Purchasers and Jim Meyer Racing Products consciously desire
to make their own bargain, irrespective of any court decision and purchasers agree upon good faith and in consider-
ation for being allowed to purchase from Jim Meyer Racing Products said part or services. Purchasers expressly
acknowledge and understand that Jim Meyer Racing Products does not make any affirmation of fact or promise to
purchaser, which related to said parts, inventory, or services that becomes part of the basis of the bargain between Jim
Meyer Racing Products and purchasers. Nor does Jim Meyer Racing Products make, or cause to be made to purchaser
any description of the goods sold to purchaser, nor does Jim Meyer Racing Products make or cause to be made, a part
of the basis of the bargain with purchasers, any description of affirmation of fact concerning any sample or suspension
systems, and equipment inventory or service.

As further consideration for purchasers using Jim Meyer Racing Products suspension systems and equipment
any and all inventory and services, purchasers acknowledge that due to the differing conditions and circumstances
under which all equipment and parts are installed and used, purchasers are not relying on Jim Meyer Racing Products
skill or judgement to select or furnish the proper part or equipment. Purchasers expressly affirm they are relying upon
their own skill or judgement to select and purchase suitable goods.

Jim Meyer Racing Products makes no warranties whatsoever, expressed or implied, oral or written, to pur-
chasers. There is no warranty of merchantability made to purchasers. Jim Meyer Racing Products further excludes
any implied warranty of fitness with respect to suspension system and equipment, any and all inventory and service.

It is expressly understood and agreed between purchasers and Jim Meyer Racing Products that as a part of
bargain between Jim Meyer Racing Products and purchaser, and in consideration of doing business with each other, all
purchasers take, select and purchase said suspension system, equipment, any and all inventory, or services from Jim
Meyer Racing Products “as is” and “with all faults” and Jim Meyer Racing Products shall always provide purchasers
with a full and complete opportunity to examine, at purchasers leisure and convenience, any suspension system and
equipment, any and all inventory, or services when purchasing or contemplating purchasing from Jim Meyer Racing
Products.

If, and in the event that purchasers expressly or impliedly cause representations, or statements or affirmations
of fact contrary to this disclaimer of all warranties, expressed or implied, then purchasers agree to indemnity and hold
harmless Jim Meyer Racing Products in the event of any claim, demand, or legal action against Jim Meyer Racing
Products by any purchaser.

Purchasers understand and agree that no officer, director, employee, or salesman of Jim Meyer Racing Prod-
ucts has any authority to make any statement contrary to the terms of this agreement. On the contrary, Jim Meyer
Racing Products disavows any statement contrary to what is herein above written.


